
 

 

· NEMA 3R Construction 

· Pole, Wall or Pad Mounted 

· 19” Mounting Rails, 14 Rack Units 

· Air Conditioning or Flush Fan Cooling 

· Up to three 20 AHr Battery Strings 

· AC Surge Suppression 

· Integrated Co-axial Ports 

· Pad-lockable Front Door 

· Removable/Reusable Air Filter 

· Convenience Outlet 

 

The RPS 35 is an outdoor electronics enclosure being utilized in FTTx, Wireless Communications, Wireless 
Backhaul and Wi-Max applications.  Targeted for small to medium sized sites, the RPS 35 is specifically de-
signed to house TDI Power Systems such as the 1U or 3U Power Center while providing rack space for net-
work equipment.  The AC input is pre-wired throughout the cabinet, simplifying site power connections.  Envi-
ronmental controls maintain cabinet temperature and a DC-powered fan cools the cabinet even during power 
outages. 
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SECURITY  Pad-lockable Front Door 
   Security-torx Side Access Panel 
   Externally-mounted Air Conditioner Option 
 
CONSTRUCTION Aluminum Enclosure 
   Aluminum Roof Solar Shield 
   UL Gaskets & Insulation 
   Powder-Coat Finish 
   19” EIA Equipment Rails 
 
MECHANICALS Height 35” ( 88.9cm ) 
   Width 26” ( 66.0cm ) 
   Depth 20” ( 50.8cm ) 
 

   Weight 150 lbs ( 68kg ) 
 
MOUNTING Pad, Wall or Pole Mount  
 
COOLING  1) Air Conditioning with Emergency DC Flush Fans 
 

   2) DC Powered Flush Fans only 
 
SAFETY  UL60950, UL50 Type 3R 
   40KA Transient Voltge Surge Suppressor 
 
CONVENIENCE Interior LED Lights 
   GFCI Outlet 
    
CABLE ACCESS  AC Power, Bottom or Side 
   4-Port Coax Entry Plate, Bottom 
    
BATTERIES   Up to three Strings of Batteries, 20AHr each  
   Other Battery sizes accommodated 
    
POWER  1U Power Center, 1000W 
   - 2 x 500W Rectifiers 
   - 10 Fuses 
    

   3U Power Center, 1200W 
   - 3 x 400W Rectifiers 
   - 15 Fuses 
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